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SITECO 0DX11A7833R LEDVANCE® Downlight XL / Luminaire Data Sheet

Luminaire classification according to CIE: 100
CIE flux code: 69 94 99 100 100

ODX11A7833R

LEDVANCE® Downlight XL, Downlight, lichttechn. Abdeckung:
Diffusorscheibe, opal, Lichtaustritt: direkt strahlend, LED Lichtfarbe: 830,
Vorschaltgerat: EVG, mit Leitung, 2x 0,75mm?, Netzanschluss: 220..240V,
AC, 50..60Hz, Gehause, verkehrsweily (RAL 9016), Durchmesser: 236 mm,
Ring, aus Polymer, weil}, Schutzklasse (gesamt): SK Il (Schutzisoliert),
Prifzeichen: CE, zul. Umgebungstemperatur fir Innenrdume: <= +25°C

Prifbefund: 54405

Luminous emittance 1:

105° 105°
90° 90°
75° 75°
200
60° 60°
300
45° 400 45°
500
30° 152 0° 15° 30°
cd/kim N =100%
€0'- €180 ——C90'-' €270
Luminous emittance 1:
Glare Evaluation According to UGR
p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H [ 20.8 21.8 21.0 22.0 222 20.8 21.8 21.0 22.0 222
3H [ 21.0 21.9 21.3 221 224 21.0 21.9 21.3 221 224
4H | 211 21.9 21.4 222 224 211 21.9 214 222 224
6H [ 21.1 21.9 214 22.1 224 211 21.9 214 221 224
8H [ 21.1 21.8 214 22.1 224 211 21.8 214 221 224
12H [ 21.0 21.8 214 22.1 224 21.0 21.8 214 22.1 224
4H 2H [ 20.9 21.7 21.2 22.0 223 20.9 21.7 21.2 22.0 22.3
3H [ 21.2 21.9 21.6 222 22,6 21.2 21.9 21.6 222 22,6
4H | 21.3 21.9 21.7 223 22,6 21.3 219 21.7 22.3 226
6H [ 21.4 21.9 21.8 223 227 21.4 2119 21.8 22.3 227
8H [ 21.4 21.9 21.8 223 227 214 219 21.8 223 227
12H | 214 21.8 21.8 222 227 214 21.8 21.8 222 227
8H 4H | 21.3 21.8 247, 222 22,6 2143 21.8 217 222 22.6
6H [ 21.4 21.8 21.9 222 227 21.4 21.8 21.9 222 227
8H [ 21.4 21.8 21.9 222 227 21.4 21.8 21.9 222 227
12H [ 215 21.8 22.0 222 227 21.5 21.8 22.0 222 227
12H 4H | 213 21.7 2.2 221 22.6 21.3 21.7 21.7 221 22,6
6H [ 21.4 217 21.9 222 227 214 21.7 219 222 22.7:
8H [ 21.4 21.7 21.9 222 227 214 21.7 219 222 227
Variation of the observer position for the luminaire distances S
S=1.0H +0.6 / -1.2 +06 / -1.2
S=15H +15 / -2.6 +1.5 / -26
S =2.0H +3.0 / -3.6 +3.0 / -3.6
Standard table BKO1 BKO1
Correction
Summand 23 53
Corrected Glare Indices referring to 1770Im Total Luminous Flux
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SITECO 0DX11A7833R LEDVANCE® Downlight XL / UGR-Table

Luminaire: SITECO 0DX11A7833R LEDVANCE® Downlight XL
Lamps: 1 x LED 3000K / CRI >= 80

Glare Evaluation According to UGR

3H | 21.0 21.9 21.3 22.1 224 21.0
4H | 211 21.9 214 22.2 224 21.1
6H | 21.1 21.9 214 22.1 224 21.1
8H | 21.1 21.8 214 22.1 224 21.1
12H | 21.0 21.8 214 22.1 224 21.0

4H 2H | 20.9 21.7 21.2 22.0 22.3 20.9
3H | 21.2 21.9 21.6 22.2 22.6 21.2

4H | 21.3 21.9 21.7 22.3 22.6 21.3

6H | 214 21.9 21.8 22.3 22.7 214

8H | 21.4 21.9 21.8 22.3 22.7 214

12H | 214 21.8 21.8 22.2 22.7 214

8H 4H | 21.3 21.8 21.7 22.2 22.6 21.3
6H | 214 21.8 21.9 22.2 22.7 214

8H | 21.4 21.8 21.9 22.2 22.7 214

12H | 215 21.8 22.0 22.2 22.7 21.5

12H 4H | 21.3 21.7 21.7 22.1 22.6 21.3
6H | 21.4 21.7 21.9 22.2 22.7 214
8H | 21.4 21.7 219 22.2 22.7 214

p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20

Room Size Viewing direction at right angles Viewing direction parallel

X Y to lamp axis to lamp axis

2H 2H | 20.8 21.8 21.0 22.0 22.2 20.8 21.8 21.0 22.0 22.2

21.9 21.3 22.1 224
21.9 214 22.2 224
21.9 214 22.1 224
21.8 214 22.1 224
21.8 214 22.1 224

21.7 21.2 22.0 22.3
21.9 21.6 22.2 22.6
21.9 21.7 22.3 22.6
21.9 21.8 22.3 22.7
21.9 21.8 22.3 22.7
21.8 21.8 22.2 22.7

21.8 21.7 22.2 22.6
21.8 21.9 22.2 22.7
21.8 21.9 22.2 22.7
21.8 22.0 22.2 22.7

21.7 21.7 22.1 22.6
21.7 21.9 22.2 22.7
21.7 21.9 22.2 22.7

Variation of the observer position for the luminaire distances S

S =1.0H +06 / -1.2 +06 / -1.2
S =1.5H +15 / -2.6 +15 / -2.6
S =2.0H +3.0 / -3.6 +3.0 / -3.6
Standard table BKO1 BKO1
Correction

Summand 33 i

Corrected Glare Indices referring to 1770Im Total Luminous Flux

The UGR values have been calculated according to CIE Publ. 117 Spacing-to-Height-Ratio = 0.25.
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Sala de spectacol / Luminaire parts list

20 Pieces SITECO 0DX11A7833R LEDVANCE® Downlight
XL
Article No.: ODX11A7833R
Luminous flux (Luminaire): 1770 Im
Luminous flux (Lamps): 1770 Im
Luminaire Wattage: 19.0 W
Luminaire classification according to CIE: 100
CIE flux code: 69 94 99 100 100
Fitting: 1 x LED 3000K / CRI >= 80 (Correction
Factor 1.000).
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Sala de spectacol / Luminaires (layout plan)

T7.00
@ @ @ @ @ T6.13 )
@ @ @ @ @ T4.38
@ @ @ @ @ T263
@ @ @ @ @ To.88
ey , , , ___, 000
0.001.44 4.32 7.20 10.08 14.40 m
Scale 1: 200
Luminaire Parts List
No. Pieces  Designation
1 20 SITECO 0DX11A7833R LEDVANCE® Downlight XL
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Total Luminous Flux: 35400 Im

Total Load: 380.0 W
Maintenance factor: 0.80
Boundary Zone: 0.000 m
Surface Average illuminances [Ix]
direct indirect
Workplane 202 41
Floor 181 43
Ceiling 0.00 47
Wall 1 61 43
Wall 2 53 42
Wall 3 61 44
Wall 4 53 42

Uniformity on the working plane
u0: 0.480 (1:2)
Emin / Emax. 0-388 (1:3)
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Sala de spectacol / Photometric Results

Reflection factor [%] Average luminance [cd/m?]
total
243 / /
225 20 14
47 70 11
105 50 17
95 50 15
105 50 17
95 50 15
UGR Lengthways- Across  to luminaire axis
Left Wall 21 21
Lower Wall 21 21

(CIE, SHR = 0.25.)

llluminance Quotient (according to LG7): Walls / Working Plane: 0.425, Ceiling / Working Plane: 0.196.

Specific connected load: 3.77 W/m? = 1.55 W/m?/100 Ix (Ground area: 100.80 m?)
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Electronet Instalatii SRL

Sala de spectacol / Workplane / Isolines (E)
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Values in Lux, Scale 1 : 200
Position of surface in room:
Marked point:
(0.000 m, 0.000 m, 0.850 m)
Grid: 64 x 128 Points
Eav [IX] Emin [|X] Emax [|X] uo Emin / Emax
243 117 301 0.480 0.388
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